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INTRODUCTION AND SAFETY INFORMATION
Decals

Figure 1-4: Decals
1-6 F-780













ASSEMBLY
Figure 2-4: Drawbar
2-4 F-780





ASSEMBLY
Bridge Hitch Installation 
Bring the rear of the Bridge Hitch into position between 
the frame hitch plates at the center of the frame. Place a 
Thick Washer on each side between the Bridge Hitch and 
the Hitch Plates. Line up the holes and insert 1-1/4-7 x 
10-1/2 Bolt, secure with Locknut. The nut should be 
tightened so that the frame is free to pivot on the Bridge 
Hitch. 

Bridge Hitch Brace Installation
Attach the LH Hitch Brace to the outside of the Frame 
Brace Lug and a Bridge Hitch Brace to the inside of the 
Frame Brace Lug. See Figure 2-6. Slide Flat Washer 
onto 1-8 X 6 Drilled Bolt and insert bolt through LH Hitch 
Brace. Add another Flat Washer and slide Bolt through 
Frame Brace Lug and Bridge Hitch Brace. Add as many 
flat washers necessary so the Slotted Nut groove is 
aligned with the end hole. 

The Slotted Nut should be tightened so that the Frame is 
free to pivot on the Bridge Hitch. Insert 1/4 X 2 Cotter Pin. 
Repeat for the Right Hand side.

Rotate the braces so they are against the Lower Bridge 
Hitch Tube, with one hole above and one hole below. 
Insert 5/8-11 x 8-1/2  Bolts through the holes in the braces 
secure with 5/8-11 Locknuts. These locknuts should be 
tightened securely (110 Ft-Lbs)

Rotate the Left and Right hand Hitch Braces so the are 
against the Upper Bridge Hitch Tube. The two holes 
above and two holes below. Insert on both sides a 1/2-13 
x 1-1/2 Bolt into the Hitch Brace and into the Bridge Hitch 
Gusset, secure with Washers and Locknuts, do not 
tighten. Insert three 1/2-13 x 8-1/2 Bolts through the 
Hitch Braces, secure with Locknuts. Tighten all hardware 
at this time. See “General Torque Specifications” on 
page 4-1.
2-6 F-780













ASSEMBLY
Figure 2-10: Optional - Bridge Hitch Hydraulics
2-12 F-780





ASSEMBLY
Figure 2-12: LED Light Installation
2-14 F-780





OPERATION
Drawbar Jack Positions

Figure 3-1: 1st Jack Swivel Position
3-2 F-780

































MAINTENANCE
Table provided for general use.

NOTES:
4-8 F-780



Chapter 5
General Reference and Specifications
Table 5-1: Specifications

Standard Machine Specifications

15” Road Clearance in Transport LED Warning Lights & SMV Emblem Powder Coat Paint, Red

Single Tractor Hydraulic Circuit Roller Axle Size 8” 11L x 15 -8 Ply Tires on 6 Bolt Rims

Safety Chain
5-1
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